
Muraspec 
TECHNICAL DATA SHEET 

LINING PAPER PRODUCT SPECIFICATION 

Item code: LININGPAPER1200 

Roll size: 55cm (width) x 30m (length) 

Single layer mechanical fibre wallpaper base 
 

 

PROPERTY TEST 

METH. 
UNIT STANDARD 

VALUE 
TOLERANCE REF. 

SUBSTANCE ISO 536 g/m' 110 140 170 185 ±4%  

THICKNESS 180 534 ,m 185 240 280 310 t 15  

BULK ISO 534 cmJ/g 1,7 ± 0.1  

MOISTURE CONTENT ISO 287 % 7,0 ± 1.0  

         

WATER ABS., Cobb60 TS ISO 535 g/m 20 ±3  

WATERABS., Cobbso BS ISO 535 g/mL 20 ±3  

         

ROUGHNESS Bendtsen TS ISO 8791- ml/min 500 z; 20%  

         

BRIGHTNESS, ISO TS ISO 2470 % 66,0 ±2  

COLOUR, CIELAB L* TS ISO 5631  89,300 ± 1.5  

COLOUR, CIELAB a* TS ISO 5631  -0,800 ± 0.5  

COLOUR, CIELAB b* TS ISO 5631  8,100 ± 0.6  

         

TENSILE STRENGTH MD ISO 1924 kN/m > 3,9 > 5,1 > 5,9 > 6,4   

TENSILE STRENGTH CD ISO 1924 kN/m > 2,1 > 2,6 > 2,9 > 3,0   

TEAR STRENGTH MD ISO 1974 mN > 515 > 660 > 850 > 893   

TEAR STRENGTH CD ISO 1974 mN > 515 > 660 > 850 > 893   

         

         

         

         

         

Ref. I Notes: 
 

 
If you require further information about any Muraspec product or service please contact us contact@muraspec.com or call +44 (0) 333 240 9045 
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